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BARAKO
PORTLAND
FORTIFIED

● Reduced water demand

● High strength

● Multi purpose

● Superior Quality

● Low-emission

PRODUCT FEATURES

New

TYPE
IP, IT, & IS

Note: COLORS OF BAGS MAY VARY.

BARAKO PORTLAND FORTIFIED is a specialized product, manufactured
to exacting standards, it is a grey cement base product mainly used for general
construction.

● For general construction purposes

● High Rise buildings

● Superstructures

● Road, Bridges, Airports and other vital projects that require high early compressive strength for concrete

● Foundations for machine and industrial use

APPLICATIONS

● 40 KG

● Toner Bags

● Bulk

PACKAGING

● Pre-fabricated concrete products such as piles, slabs, columns and beams

● Quick and emergency repairs

PORTLAND	FORTIFIED

40kg
Net WeightBatch Identification No.:

Manufacturing Date:

PRODUCT OF THE PHILIPPINES

For Use in General Construction

BLENDED CEMENT TYPE IT
TERNARY BLENDED CEMENT
(CEMENT + FLY ASH + SLAG)

CERTIFIED
Product Quality
License No. Q-6547

PORTLAND	FORTIFIED

40kg
Net WeightBatch Identification No.:

Manufacturing Date:

PRODUCT OF THE PHILIPPINES

For Use in General Construction

BLENDED CEMENT TYPE IP
PORTLAND-POZZOLAN CEMENT

CERTIFIED
Product Quality
License No. Q-6547

PORTLAND	FORTIFIED

40kg
Net WeightBatch Identification No.:

Manufacturing Date:

PRODUCT OF THE PHILIPPINES

For Use in General Construction

BLENDED CEMENT TYPE IS
PORTLAND BLAST-FURNACE SLAG CEMENT

CERTIFIED
Product Quality
License No. Q-6547
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Physical Requirements

BARAKO PORTLAND 
FORTIFIED

PROPERTIES STRENGTH

7 DAYS 28 DAYS

TYPE IP

3 DAYS

COMPRESSIVE STRENGTH (MPA) RESULTS

23.0 31.4 45.0

TYPE IS 19.2 34.2 57.3

MIXTURE GUIDE

Mix design using  needs to be varied to suit individualBARAKO PORTLAND FORTIFIED
application, it is recommended that trial mixes to be carried out prior to commencement of 
work to ensure that the mix design and material combinations meet the requirements of the 
specifications of the particular application.

*Based on PNS 63 / ASTM C 595 as of 2025

BARAKO PORTLAND FORTIFIED

Conforms and exceeds the quality standards of ASTM C 150 and PNS 07 for TYPE IP, 
TYPE IT, and TYPE IS Cement.

TYPE IT* 14.7 25.9 45.3
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